
PEEK - UL94 V-0 burn test data
After-flame times t1, t2 and afterglow t3 of PEEK test bars, UL94 vertical burn test, two batches -

https://www.ekinsun.com/materials/peek-machining/

PEEK 1.5 mm - UL94 vertical burn, result V-0

Bar t1 s t2 s t3 s t2+t3 s

1 3.1 4.6 0.3 4.9

2 3.6 8.7 0.4 9.1

3 5.9 3.9 0.2 4.1

4 3.4 2.0 0.5 2.5

5 3.9 3.0 0.2 3.2

Total t1+t2 42.1

PEEK 3.2 mm - UL94 vertical burn, result V-0

Bar t1 s t2 s t2+t3 s

1 0 2 2

2 0 3 3

3 0 2 2

4 0 3 3

5 0 2 2

Total t1+t2 12

UL94 vertical burn - V-0 / V-1 / V-2

Criterion V-0 V-1 V-2

After-flame time of one bar, t1 or t2 <= 10 s <= 30 s <= 30 s

Total after-flame time of all 5 bars (t1 + t2) <= 50 s <= 250 s <= 250 s

After-flame + afterglow after the 2nd flame (t2 + t3), per bar <= 30 s <= 60 s <= 60 s

Burning or glowing up to the holding clamp No No No

Burning drips ignite the cotton below No No Allowed

Tested by independent laboratories by the UL94 vertical method. This is a test result for the PEEK from our material supply, not a UL listing.


